
010-0200 

Non-Locking L-Handle 

010-0300 Locking L-Handle 

DESIGNED FOR: 

General purpose use for off-highway cab doors or 
storage, compartment and access doors for on or off-
highway applications 

 
FEATURES/BENEFITS:  

Ample finger clearance 

Easily installed with oval or flat head No. 10 fasteners 
(not included) 

Locking L-handle assembly provides 360° rotation 
and locks at 90° increments 
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010-0200 

Non-Locking L-Handle 

010-0300 Locking L-Handle 

AVAILABLE:  

Mounting hole patterns and escutcheons (bases) for 
different finger clearances 

Drive bar lengths, with or without holes or threaded 
rods 

Keyed CH751 and other key codes 

Drive bar attached to handle by drilling and pinning 

Locking or non-locking: 

Standard finger clearance (Type 1 and 2) 

Extended finger clearance (Type 4) 

Low profile (Type 3) 

1.50 or 1.75 mounting hole spacing 

SPECIFY WHEN ORDERING: 

Series number 

Escutcheon type 

Drive bar length (L1) and optional hole location (L2) 

For more information visit  
www.trimarkcorp.com  

Standard Finger  
Clearance (Type 1)  

Standard Finger  
Clearance (Type 2)  


