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This new product is designed for entrance doors on 
RV and specialty vehicles where it is desirable to have 
the exterior handle remotely mounted from the inside 
release and rotary latch. It features a large automotive 
styled exterior pull handle and is adaptable for power 
locking. 

¶ Entrance and compartment doors with thickness of   
2ò (50.8mm) minimum 

 
FEATURES/BENEFITS:  

¶ Automotive style pull handle and latch mechanism 

¶ Smooth opening/closing action 

¶ Comfortable finger access 

¶ Adaptable for power door lock actuation 

¶ Non-handed design 

¶ The pull handle can also be mounted in vertical or 
horizontal orientation  

¶ Molded gasket for flange of housing and paddle leg 
provides resistance to water infiltration 
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AVAILABLE:  

¶ Master keyed lock key cylinder 

¶ Lock can be keyed to match other TriMark 
door products with KeyOneÊ Plus for a 
single-key system, keyed alike or provided 
non-locking 

 

INSTALLATION:  

¶ Easy to install with 4 - #8-32 UNC mounting screws 
(not included) 

¶ Recommended mounting torque 30 in/lbs (3.4 N-m) 
 
MATERIAL:  

¶ Sturdy die cast zinc alloy paddle and housing 

¶ Molded gaskets (included) 


